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OIL & GAS COMPANY

P.0. BOX 1815, VERNAL, UTAH 84078 - (801)789-0790

March 24, 1994

APR |
sureag 8: Land Management o
erna strict - |
170 South 500 East DIV. OF OIL, BAS & MINING |

Vernal, Utah 84078

RE: APPLICATION FOR PERMIT TO DRILL
CHAPITA WELLS UNIT 418-25N
SECTION 25, T9S, R22E
UINTAH COUNTY, UTAH
LEASE NO. U-0285-A

Dear Mr. Forsman:

Enclosed are the original and two (2) copies of the Application for Permit
to Drill and associated attachments for the referenced well.

If further information is required regarding this matter, please contact
this office.

Sincerely,

ENRON OIL & GAS COMPANY

George R. McBride
Sr. Production Foreman

Attachments

abe fisisioh ‘of 013 8as & Mining
. Weaver/T. Miller

Suzanne Saldivar

File

cc:
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CWU418-25NAPD




UNITED STATES

DEPARTMENT OF THE INTERIOR
BUREAU OF LAND MANAGEMENT

— —-
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TR 'om ngc
resu No. 10040136
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APPLICATION FOR PERMIT TO DRILL, DEEPEN, OR PLUG BACK:

P, @ INDIAN, ALLOTTES OB TRISE NAMD

1a. TYPR OF WORK

DRILL K] DEEPEN O

b TYPE OF WBLL

on Qaa AINGLS
il

ll.l.ﬂﬂ-'

PLUG BACK (I

~Y. UNIT AORBEMENT WAND
CHAPITA WELLS UNIT

8. PARM OR LELSE NAMB

weee L-J
2. NAME OF OPERATOR

ENRON OIL & GAS CO.

WELL OTRER

i

[

CHAPITA WELLS UNIT
¥. waLL WO,

3. ADDRESA OF OPERATOR

P.O, BOX 1815, VERNAL, UTAH 84078

418-25N

0. ¥IELD AND POOL, 08 WiLGCAT

requirements.®}

4. LOCATION OF WELL (Report location clearly and 1o accordance with an,

CWU/WASATCH

At suriace
" S 1. 89C., T, R, M., OB BLE.
‘1542' FNL & 1265' FEL SE/NE m.oFolL ms&mmmﬁ " AND sUNYET Oa amEA
At proposed prod. sone | SEC. 25, T9S, R22E
16. DISTANCE X MILES AKD DIRECTION FROM NEAREAT TOWN OR FORT OFFICE® 13, COCNTY OR FaRISE | 13. aTATR
19.6 MILES SOUTHEAST OF OURAY, UTAH UINTAH UTAH
15, 2},{-"&‘;’.‘5,'. rrzozt'::::gln' ' 18, NO. OF ACRER IN LEASE 7. :g,%.w::: ARBIGNER
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'5086' GRADED GROUND - APRIL 1994
n PROPOSED CABING AND CEMENTING PROGRAM
SIS% OF ROLS NIZE OF CadiNg WEIGRT FER FOOT SETTING DEPTH QUANTITY OF CEMENT
12 1/4* 9 5/8" 32.3¢# 240" 125 SX CLASS "G"_ + 2% CaCl2
7 7/8" 4 1;2" 10.5% 6800" + 4% $/SX _CRLLOFLAKE. 50/50
POZMIX + 2% GEL + 10% SALT
TO 400' ABOVE ALL ZONES

SEE ATTACHMENTS FOR:

8 POINT PLAN

DRILLING PROGRAM

BOP SCHEMATIC

SURFACE USE AND OPERATING PLAN
LOCATION PLAT
LOCATION LAYOUT
TOPOGRAPHIC MAPS "A",
GAS SALES PIPELINE MAP
FACILITY DIAGRAM
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NO"2'W — 39.90 (G.L.0.)

NO'0O1'W — 39.88 (G.L.0.)

T9S, R22E, S.L.B.&M.

SB9'42'W — 40.02 (G.L.0.) NBISE6°31E ~ 2640.34° (MEAS.)

Elev. Ungraded Ground = 5084’

NOO2E —~ G.L.O. (Bosis of Bearings)

] 4
-
CWU #418—25N - 1265° L

>

25

NO'OS'E — 40.14 (G.L.0.)

NB952'W - 39.65 (G.L.0.) N89°42'W — 40.21 (G.L.0.)

LEGEND:
L = 90" symsoL

@® = PROPOSED WELL HEAD.
A SECTION CORNERS LOCATED. (Brass Caps)

2651.47' (Measured)

Weli

ENRON OIL & GAS CO.
location, CWU #418—25N, located as

shown in the SE 1/4 NE 1/4 of Section 25,
T9S, R22E, S.L.B.&M. Uintah County, Utah.

BASIS OF ELEVATION

BENCH MARK 59EAM IN THE SOUTHEAST 1/4 OF SECTION

24,

T9S, R22E, S.L.B.&M. TAKEN FROM THE RED WASH SW

QUADRANGLE, UTAH, UINTAH COUNTY, 7.5 MINUTE QUAD.
{(TOPOGRAPHIC MAP) PUBLISHED BY THE UMNITED STATES
DEPARTMENT OF THE INTERIOR, GEOLOGICAL SURVEY.
SAID ELEVATION IS MARKED AS BEING 5032 FEET.

° . S

(=] [=] o

= a o =
SCALE
_CERTIFICATE_

THIS IS TO CERTIFY THAT THE ABOVE PLAT WAS PREPARED FROM
FIELD NOTES OF ACTUAL SURVEYS WADE BY ME OR UNDER MY
SUPERMISION AND THAT THE SAME ARE TRUE AND CORRECT TQ THE

BEST OF MY KNOWLEDGE AND %/
- At ZAE

REGISTERED LAND SURVEYOR
REGISTRATION NO. 5709
STATE OF UTAH .-

L

Umtad ENGINEERING & LAND SURVEYING

85 SOUTH 200 EAST — VERNAL UTAH 84078
(801) 788—-1017

SCALE DATE SURVEYED: DATE DRAWN:

1" = 1000’ 2-2—-94 2—-15—94
PARTY REFERENCES

D.A. N.H. D.R.B. G.L.O. PLAT
WEATHER FILE

HOT ENRON OIL & GAS CO.




EIGHT POINT PLAN

CHAPITA WELLS UNIT 4]18-25N

SECTION 25, T9S, R22E
UINTAH COUNTY, UTAH

. & 2. [ESTIMATED TOPS & ANTICIPATED OIL, GAS & WATER ZONES:

FORMATIONS DEPTH TYPE ZONES MAXIMUM PRESSURE

Green River

0i1 Shale 1,625/
"H" Marker 3,106’
"J" Marker 3,767/
Base "M" Marker 4,300’

Wasatch
Peters Point 4,652’ Gas 2,000 PSI
Chapita Wells 5,182’ Gas 2,200 PSI
Buck Canyon 5,752 Gas 2,400 PSI
Island 6,665’

EST. TD 6,800’ Anticipated BHP 2,900 PSI

A11 depths are based on estimated KB elevation 5,102’. Maximum pressure estimates
are based on bottom hole pressures measured on offset or near vicinity wells to the

subject well.

PRESSURE CONTROL EQUIPMENT: BOP Schematic Diagram attached.

CASING PROGRAM:
MINIMUM SAFETY FACTOR
HOLE SIZE INTERVAL LENGTH SIZE WEIGHT GRADE COLLAPSE BURST TENSILE
12 1/4* 0’ -240’ 240’ 9 5/8" 32.3# H-40 ST&C 1370 PSI 2270 PSI 254,000#
7 7/8" 0’-6800' 6800’ 4 172" 10.5# J-55 ST&C 4010 PSI 4790 PSI 146,000#

A1l casing to be used will be new or inspected.

MUD PROGRAM:

INTERVAL MUD TYPE
0’ - 240/ Air
240’ - 4000’ Air/Mist & Aerated Water
4000’ - TD Air/3% KC1 water or KC1 substitute

1D Gel/polyacrylamide polymer w/5-10% LCM



GHT P PLAN

CHAPITA WELLS UNIT 418-25N
PAGE NO.

Lost circulation probable from 1500’ to 3000'%.
Sufficient mud inventory will be maintained on location during drilling to

handle any adverse conditions that may arise.

VARIANCE REQUESTS:

A. Enron requests a variance to regulations requiring a straight run blooie
Tine. (Where possible a straight run blooie line will be used, and where

it is not possible two targeted tees will be used).

B. Enron requests a variance to regulations requiring an automatic ignitor or
continuous pilot light on the blooie 1ine. (Not required on aerated water

system).

EVALUATION PROGRAM:

Logs: Dual Laterolog/GR From base of surface casing to TD.
FDC-CNL/GR/Caliper TD to 3000'.
Linear 2" DLL.

Cores: None Programmed.

DST’ : None Programmed.

Completion: To be submitted at a later date.

ABNORMAL CONDITIONS:

None anticipated.

STANDARD REQUIRED EQUIPMENT:

A. Choke Manifold

B. Kelly Cock

C. Stabbing Valve

D. Visual Mud Monitoring



10.

GH NT PLA
v CHAPITA WELLS UNIT 418-25N
PAGE NO. 3

HAZARDOUS CHEMICALS:

No chemicals subject to reporting under SARA title III in an amount equal to or
greater than 10,000 pounds will be used, produced, stored, transported, or
disposed of annually in association with the drilling of this well.
Furthermore, no extremely hazardous substances, as defined in 40 CFR 355, in
threshold planning quantities, will be used, produced, stored, transported, or
disposed of in association with the drilling of this well.

Attachment: BOP Schematic Diagram

CWU418-25NPP

/LW



Location Construction

Location Completion

Spud Notice

Casing String and

CONDITIONS OF APPROVA

FOR THE SURFACE USE PROGRAM OF THE
APPLICATION FOR PERMIT TO DRILL

Company/Operator: ENRON OIL & GAS COMPANY

Well Name & Number: CHAPITA WELLS UNIT 418-25N

Lease Number: U-0285-A

Location: 15427 FNL & 1265’ FEL SE/NE Sec._ 25 T. 9S R._22E
Surface Ownership: FEDERAL LANDS - BLM

NOTIFICATION REQUIREMENTS

forty-eight (48) hours prior to construction of
location and access roads.

prior to moving on the drilling rig.

- at least twenty-four (24) hours prior to spudding
the well.

twenty-four (24) hours prior to running casing and

Cementing cementing all casing strings.
BOP and related - twenty-four (24) hours prior to running casing and
Equipment Tests tests.

First Production

Notice

within five (5) business days after new well begins
or production resumes after well has been off
production for more than ninety (90) days.

For more specific details on notification requirements, please check the
Conditions of Approval for Notice to Drill and Surface Use Program.



THIRTEEN POINT SURFACE USE PROGRAM

EXISTING ROADS

A.

See attached Wellsite Plats showing directional reference stakes on
Jocation, and attached TOPO Map "B" showing access to location from
existing road.

The proposed well site is located approximately 19.6 miles southeast
of Ouray, Utah - See attached TOPO Map "A".

?efer to attached Topographic Map "A" showing labeled access route to
ocation.

Existing roads will be maintained and repaired as necessary. No off
lease Right-of-Way will be required.

PLANNED ACCESS ROAD

o™ mo oo >

The access road will be 0.2 mile in length. See attached TOPO Map
IIBII ,

The access road has a 30 foot ROW w/18 foot running surface.
Maximum grade on access road will be 5%.

No turn outs will be required.

Road drainage crossings shall be of the typical dry creek drainage
crossing type.

No culverts, bridges or major cuts & fills will be required.

The access road will be dirt surface.

No gates, cattleguards or fences will be required or encountered.

New or reconstructed roads will be centerline - flagged at time of
location staking.

A1l travel will be confined to existing access road Right-of-Way.
Access roads and surface disturbing activities will conform to
standards outlined in the Bureau of Land Management and Forest
Service Publication: Surface QOperating Standards For 0il & Gas_

Exploration and Development, (1989).

The road shall be upgraded to meet the standards of the anticipated
traffic flow and all-weather road requirements. Upgrading shall
include ditching, drainage, graveling, crowning, and capping the
roadbed as necessary to provide a well constructed safe road.

Prior to upgrading, the road shall be cleared of any snow cover and
allowed to dry completely. Traveling off the 30 foot Right-of-Way
will not be allowed.

Road drainage crossing shall be of the typical dry creek drainage
crossing type. Crossings shall be designed so they will not cause
siltation or accumulation of debris in the drainage crossings nor
shall the drainages be blocked by the roadbed. Erosion of drainage
ditches by run off water shall be prevented by diverting water off at
frequent intervals by means of cutouts. Upgrading shall not be
allowed during muddy conditions. Should mud holes develop, they
shall be filled in and detours around them avoided.

No Right-of-Way applications will be required.



As operator Enron 0i1 & Gas Company shall be responsible for all
maintenance on cattleguards, or gates associated with this oil and/or
gas operation.

3. LOCATION OF EXISTING WELLS WITHIN A ONE MILE RADIUS OF
PROPOSED WELL LOCATION

Water wells - None.

Abandoned wells - Four

Temporarily abandoned wells - None

Disposal wells - None

Drilling wells - None

Producing wells - Eight - See attached TOPO Map "C" for location of

producing wells.

G. Shut in wells - None

H. Injection wells - None

TMTMmMoOOm D>

4, LOCATION OF EXISTING/AND OR PROPOSED FACILITIES
A. ON WELL PAD
1. Tank batteries - None
2. Production facilities will be set on location if well is
successfully completed for production. Facilities will
consist of well head & valves, separator, dehy, 210 BBI
condensate tank, meter house and attaching piping.
See attached facility diagram.
0il1 gathering 1ines - None
A 3 1/2" gathering 1ine will be buried from dehy to
southwest edge of location.
Injection lines - None
Disposal lines - None
Surface pits - None

~N o B 7S]
PP . .

B. OFF WELL PAD

1. Proposed location of attendant off pad gas flowlines shall
be flagged prior to archaeological clearance.

2. A 4 1/2" OD steel above ground natural gas pipeline will be
laid approximately 1200’ from proposed location to a point
in the SE/NE of Sec. 25, T9S, R22E where it will tie into
Questar Pipeline Co.s’ existing line. Proposed pipeline
crosses BLM administered lands within the Chapita Wells
Unit, thus no Right-of-Way grant will be required. See
attached Exhibit A showing pipeline route.

3. Proposed gas gathering pipeline will be a 4 1/2" 0D steel,
welded line laid on the surface.

4, Protective measures and devices for livestock and wildlife
will be taken and or installed where required.

If storage facilities/tank batteries are constructed on this
lease, the facility/battery or the well pad shall be
surrounded by a containment dike of sufficient capacity to
contain, at a minimum, the entire content of the largest
tank within the facility/battery, unless more stringent
protective requirements are deemed necessary by the
authorized officer.



The production facilities will be placed on the northwest
side of location.

A11 permanent (on site for six months or longer) structures
constructed or instailed (including pumping units) will be
painted a flat, non-reflective, earthtone color to match one
of the standard environmental colors, as determined by the
Rocky Mountain Five State Interagency Committee. All
facilities required will be painted within 6 months of
installation. Facilities required to comply with 0.5.H.A.
(Occupational Safety and Health Act) will be excluded.

The required paint color is Carlsbad Canyon.

If at any time the facilities located on public land and
authorized by the terms of the lease are no longer included
in the lease (due to a contraction in the unit or other
lease or unit boundary change), BLM will process a change in
authorization to the appropriate rental or other financial
obligation as determined by the authorized officer.

LOCATION & TYPE OF WATER SUPPLY

A.  Water supply will be from Ouray Brine Plant at Ouray, Utah, and/or
Target Trucking Inc.s’ water source in the SW/SW Sec. 35, T9S, R22E,
Uintah County, Utah (State water right #49-1501).

B. Water will be hauled by Target Trucking Inc.

C. No water well will be drilled on lease.

SOURCE OF CONSTRUCTION MATERIAL

A. A1l construction material for this location and access road will be
of native borrow and soil accumulated during the construction of

location.
A1l construction material will come from Federal Land.
No mineral materials will be required.

g =)

METHODS OF HANDLING WASTE DISPOSAL
A. METHODS AND LOCATION

1.
2.

Cuttings will be confined in the reserve pit.

A portable toilet will be provided for human waste during
the drilling and completion of the well. Disposal will be
at the Vernal sewage disposal plant.

Burning will not be allowed. Trash and other waste material
will be contained in a wire mesh cage and disposed of at an
approved waste disposal facility.

Produced waste water will be confined to a lined pit or
storage tank for a period not to exceed 90 days after
initial production. During the 90 days period, an
application for approval of a permanent disposal method and
Tocation, together with the required water analysis, will be
submitted for the AQ’s approval

A1l chemicals will be disposed of at an authorized disposal
site. Drip pans and absorbent pads will be used on drilling
rig to avoid leakage of oil to pit.



Water from drilling fluids and recovered during testing operations
will be disposed of by either evaporating in reserve pit or be
removed and disposed of at an authorized disposal site.
Introduction of well bore hydrocarbons to reserve pit will be
avoided by flaring them off in flare pit at time of recovery.

Burning will not be allowed. all trash must be contained in a
trash cage and hauled away to an approved disposal site at the
completion of the drilling activities.

On BLM administered land:

The reserve pit will be constructed so as not to leak, break, or
allow discharge. The reserve pit shall be lined.

After first production, produced waste water will be confined to a
lined pit or storage tank for a period not to exceed ninety (90)
days. During the 90 day period, in accordance with NTL-2B, an
application for approval of a permanent disposal method and
location, along with required water analysis, shall be submitted
for the AO’s approval. Failure to file an application within the
time allowed will be considered an incident of noncompliance.

8. ANCILLARY FACILITIES

A.

No airstrips or camps are planned for this well.

9. WELL S8ITE LAYOUT

A
B.
C.

EEE

Refer to attached well site plat for related topography cuts and
fills & cross sections.

Refer to attached well site plat for rig layout and soil material
stockpile location as approve on On-site.

Refer to attached well site plat for rig orientation parking areas,
and access road.

The reserve pit will be located on the southeast side of location.
The flare pit will be located downwind of the prevailing wind
direction on the southeast side of location a minimum of 100 feet
from the well head and 30 feet from the reserve pit fence.

The stockpiled topsoil will be stored on the southeast side.
Access to the well pad will be from the north.

Diversion ditch(es) shall be construct on the high side of the
location above the cut slope, draining to the north.

Soil compacted earthen berm(s) shall be placed on the
side(s) of the location between the

The drainage(s) shall be diverted around the side(s) of the well pad

location.
The reserve pit and/or pad locations shall be constructed long and

narrow for topographic reasons




The southwest corner of the well pad will be rounded off to avoid the
hill.

ENCING REQUIREMENTS

10.

A11 pits will be fenced according to the following minimum standards:

A. 39 inch net wire shall be used with at least one strand of barbed
wire on top of the net wire. (barbed wire is not necessary if pipe
or some type of reinforcement rod is attached to the top of the
entire fence).

B. The net wire shall be no more than 2 inches above the ground. The
barbed wire strand shall be 3 inches above the net wire. Total
height of the fence shall be at least 42 inches.

C. Corner posts shall be cemented and/or braced in such a manner to keep
the fence tight at all times.

D. Standard steel, wood, or pipe posts shall be used between the corner
braces. Maximum distance between any two posts shall be no greater
than 16’.

E. A1l wire shall be stretched by using a stretching device before it is
attached to the corner posts.

The reserve pit fencing will be on the three sides during drilling
operations and on the fourth side when the rig moves off the location.
Pits will be fenced and maintained until clean-up.

Each existing fence to be crossed by the access road shall be braced and
tied off before cutting so as to prevent slacking of the wire. The
opening shall be closed temporarily as necessary during construction to
prevent the escape of livestock, and upon completion of construction the
fence shall be repaired to BLM or SMA specifications. A cattleguard with
an adjacent 16 foot gate shall be installed in any fence where a road is
to be regularly travelled. If the well is a producer, the cattleguards
(shall/shall not) be permanently mounted on concrete bases. Prior to a
new road, crossing any fence located on federal land, or any fence between
federal land and private land, the operator will contact the BLM, who will
in turn contact the grazing permittee or owner of said fence and offer
him/her the opportunity to be present when the fence is cut in order to
satisfy himself/herself that the fence is adequately braced and tied off.

PLANS FOR RESTORATION OF SURFACE

A. PRODUCING LOCATION
Immediately upon well completion, the location and surrounding area

will be cleared of all unused tubing, equipment, debris, materials,
trash, and junk not required for production,

Immediately upon well completion, any hydrocarbons on the pit shall
be removed in accordance with CFR 3162.7-1.

If a plastic nylon reinforced liner is used, it shall be torn and
perforated before backfilling of the reserve pit.

The reserve pit and that portion of the location not needed for
production facilities/operations will be recontoured to the
approximate natural contours. The reserve pit will be reclaimed
within 12 months from the date of well completion. Before any dirt
work takes place, the reserve pit will be completely dry and all
cans, barrels, pipe, etc., will be removed.




Contact appropriate surface management agency for required seed
mixture.

DRY_HOLE/ABANDONED LOCATION

At such time as the well is plugged and abandoned, the operator
will submit a subsequent report of abandonment and BLM will attach
the appropriate surface rehabilitation conditions of approval.

11. SURFACE OWNERSHIP

Access road: Federal
Location: Federal

12. OTHER INFORMATION

A.

Enron 0i1 & Gas Company will inform all persons in the area who are
associated with this project that they are subject to prosecution for
knowingly disturbing historic or archaeological sites, or for
collecting artifacts. If historic or archaeological materials are
uncovered during construction, the operator will immediately stop
work that might further disturb such materials, and contact the AO.
Within five working days the A0 will inform the operator as to:

-whether the materials appear eligible for the National Register of
historic Places;

-the mitigation measures the operator will likely have to undertake
before the site can be used.

-a time frame for the AO to complete an expedited review under 36 CFR
800.11 to confirm, through the State Historic Preservation Officer,
that the findings of the AD are correct and that mitigation is
appropriate.

-if the operator wishes, at any time, to relocate activities to avoid
the expense of mitigation and/or the delays associated with this
process, the AO will assume responsibility for whatever recordation
and stabilization of the exposed materials may be required.
Otherwise, the operator will be responsible for mitigation costs.

The AO will provide technical and procedural guideline for the
conduct of mitigation. Upon verification from the A0 that required
mitigation has been completed, the operator will then be allowed to
resume construction.

As operator Enron 0il & Gas Company will control noxious weeds along
Right-of-Ways for roads, pipelines, well sites or other applicable
facilities. A list of noxious weeds will be obtained from the BLM,
or the appropriate County Extension Office. On BLM administered land
a Pesticide Use proposal shall be submitted, and given approval,
prior to the application of herbicides or other pesticides or
possible hazardous chemicals.



C. Drilling rigs and/or equipment used during drilling operations on
this wellsite will not be stacked or stored on Federal Lands after
the conclusion of drilling operations or at any other time without
BLM authorization. However, if BLM authorization is obtained, it is
only a temporary measure to allow time to make arrangements for
permanent storage on commercial facilities. (The BLM does not seek
to compete with private industry. There are commercial facilities
available for for stacking and storing drilling rigs.)

Additional Surface Stipulations
NA_ No construction or drilling activities shall be conducted between
and because of

NA_ No surface occupancy will be allowed within 1,000 feet of any sage
grouse strutting ground.
NA  No construction or exploration activities are permitted within 1.5
mile radius of sage grouse strutting grounds from April 1 to June 30.
NA_ There shall be no surface disturbance within 600 feet of live water
(includes stock tanks, springs, and guzzlers).

NA No cottonwood trees will be removed or damaged.

NA_ Pond will be constructed according to BLM specifications
approximately ft. of the location, as flagged
on onsite.

LESSEE'S OR OPERATORS REPRESENTATIVE AND CERTIFICATION

Enron 0il1 and Gas Company
P.0. Box 1815

Vernal, Utah 84078
George McBride

Telephone: (801) 789-0790

Enron 0i1 and Gas Company
P.0. Box 250

Big Piney, Wyoming

Jim Schaefer

Telephone: (307) 276-3331

A11 lease/or unit operations will be conducted in such a manner that full

compliance is made with all applicable laws, regulations, Onshore 0il and

Gas Orders, the approval plan of operations, and any applicable Notice to

Lessees. Enron 0il & Gas Company is fully responsible for the actions of
their subcontractors. A copy of these conditions will be furnished to the
field representative to insure compliance,



A copy of the approved APD and ROW grant, if applicable, shall be on
location during construction of the location and drilling activities

The BLM Office shall be notified upon site completion prior to moving on
the drilling rig.

Certification:

I hereby certify that I, or persons under my direct supervision, have inspected
the proposed drillsite and access route; that I am familiar with the conditions
which presently exist; that the statements made in the Plan are to the best of
my knowledge, true and correct; and that the work associated with the
operations proposed here in will be performed by ENRON OIL & GAS COMPANY and
its contractors and sub-contractors in confoymity with this PJan and the terms

and conditions under which it is approved.

3/24/94
DATE

GEORGE R. MCBRIDE
SR. PRODUCTION FOREMAN

w
CWU418-25NPP



® ENRWMN

Oil & Gas Company

DRILLING PROGRAM

Date: February 9, 1994

REVISION NO. & DATE:

PROSPECT: Chapjta Wells Unit LEABE:
WELL NAME & NUMBER: Chapita Wells Unit 418-25N

WELL CLASSIFICATION:_DW-GAS ANTICIPATED PRODUCTION: OIL GAS_X _ OTHER

LOCATION CALL: 1500/ FNL & 1500/ FEL (SE NE) (Pre-Staking estimated)

Section 25, T9S, R22E

Ujntah County, Utah

ELEVATION: 5090’ GIL., 5102’ KB (estimated)

DIRECTION LIMITATIONS:_Maximum deviation for the hole will be 6° w/no more

than a 1°/100’ dogleqg severijty. See page numbey 4 for distance between

surveys.,

TYPE RIG:_Land Rotary APPROVED DEPTH:_ 6800’ PERMIT DEPTH:_ 6800

CONDUCTOR NEEDED? _No If yes, size & how set:

CRITERIA FOR DETERMINING CASING SEAT FOR CRITICAL STRINGS:_ _WOC overnight

before cutting off surface casing to weld on head. Adjust surface casing

setting depth for conditions of approval.

CENTRALIZERS (DEPTH & TYPE):

surface - One 5-10’ above shoe & top of first, second & fourth joint.

Production ~ One @ middle of 1st it & every third collar to 40007+,




. DRILLING PROGRAM
- 2 - '

WELL NAME:_ Chapita Wells Unit 418-25N

BTAGE COLLARS, BASKETS, OTHER SPECIAL EQUIPMENT:

Ssurface - Guide shoe

Production - _Guide shoe and differential fill float collar with top plug.

Marker collars @ 4300’*,

PUMPING RATES/SPECIAL INSTRUCTIONS: _Circulate casing two hours prior to

cementing. Reciprocate casing.

LOGGING PROGRAM: DLL/GR from TD to base of surface casing.

FDC/DSN/GR/caliper from TD to 3000’. Delete MSFL & SP.

Continue caliper to desired top _of cement.

CORES: _None are anticipated.

SAMPLES: Collect 30’ samples from below surface casing to 4200’+. Collect 10’

samples from 4200’+ to TD.

FORMATION TESTS: None are anticipated.

MUD LOGGING: (Includes services & depth): _From 4200’% to TD,

DETECTION & CONTROL EQUIPMENT: 11" 3000 psig BOP with blind and pipe rams.

11" Annular Preventor. 11" rotating head. Test manifold & BOP’s to 3000 psiqg,

annular preventor to 1500 psig, surface casing to 1500 psiqg.

Use certified pressure testing service company and leave a copy of the

test chart in the doghouse until rig down.

COMPLETION PROGRAM: To _be submitted at a later date.

OTHER SERVICES: None are anticipated.




. DRILLING PROGRAM .
-3 =

WELL NAME: Chapita Wells Unit 418-25N

FORMATION TOPS & DEPTHS (TENTATIVE)

FORMATION NAME & TYPE ESTIMATED DEPTH (EL) DATUM  THICKNESS & REMARKS

See attached Prognosis.

X-MAS TREE: 11" 3000# weld on casing head, 7-1/16" 5000f# x 11" 3000# tubing

spool, 2-1/16" 5000# master valves.

MUD PROGRAM

MUD WL
DEPTH INTERVAL  WEIGHT VIS (cc) TYPE OF MUD
0’ to 240’ Air

240’ to 4000 Air/Mist & Aerated Water

4000’ to TD Aerated 3% KCl water or KCl
substitute.

T 8.5-8.9 38-45 10-15 Gel/polyacrylamide polymer w/5-~10%

LCM sweeps as necessary

DRILLING HAZARDS & SPECIAL INSTRUCTIONS

Lost circulation from 1500’ to 3000’%. Underbalanced circulation system will

require rotating head. Potential gas kicks in Green River and Wasatch. Potential

shale swelling/sloughing problems. Meter air & add foamer to maximize consistency

of returns & maintain stable pit levels. Utilize pack off head while running open

hole logs. Pre-mix 500-600 bbls mud @ TD as above & displace hole prior to

tripping for logs.




. DRILLING PROGRAM
- 4 -

WELL NAME:_ Chapita Wells Unit 418-25N
CEMENT PROGRAM
HOLE CASING
BIZE S8IZE DEPTH CEMENT PROCEDURE
12%n sH" 240’ | Cement w/150 sx Class "G" cement + 2% CaCl, + %#/sx
celloflake. Circulate gelled water ahead of slurry.
Th" 4%" 6800’ | Cover interval from TD to 4000’%t w/50/50 Pozmix + 2%
gel + 10% salt. Volume to be calculated from caliper
log annular volume to 4000’ plus 5% excess.
Cover interval from 4000’% to depth specified in
conditions of approval with light cement plus
specified additives. Volume to be calculated from
caliper log annular volume from 4000’% to applicable
upper depth plus 5% excess.
Circulate casing 2 hrs before cementing. Reciprocate
casing during cementing. Pump 10 bbls mud flush
ahead of slurry.
CASING PROGRAM
INTERVAL WEIGHT MINIHﬁM SAFETY FBQTOR
. | COLLAPSE BURST" TENSILE
SIZE FROM TO LENGTH | #/FT. GRADE THREAD | (psig) (psig) (psig)
g-5/8" o0’ 240’ 240/ 24.0# J=~55 ST&C 1370 2950 263,000
4=-1/2" o’ 68007 6800’ 10.5# J-55 ST&C 4010 4790 146,000
SURVEY SCHEDULE
DISTANCE MAX DEVIATIONS MAXIMUM CHANGE
DEPTH BETWEEN SURVEYS FROM VERTICAL DEGREES/100/
0’ to 240/ 240/ 1 degree 1 degree
240’ to TD 500’ 6 degrees 1 degree

(or as needed)

PREPARED BY:

Dennléjﬁ. Brabec

APPROVED BY:

Dennxs J B ec, Dlvxslon Drilling Manager

,«/JI//
APPROVED BY: .\ /772y
¢. C. Parsons, Division Drilling Manager




3600 PSIG GOP DIAGRAM

AWULAR PREVENTOR AND BOTH RAMS ARE 3000°'PSIG RATED.
CASING FLANGE IS 11° 3R00PSIG RATED.
BOPE 11" 3000 PSIG

JESTING PROCEDURE:
1. BOPE's will be tested with a professiomal tester to conforwm to
Onshore Order #2 with retest every 14 days.
2. Blind & Pipe rams will be tested to rated working pressure, 3000
psig.
3. Annular preventor will be tested to 50% of working pressure, 1500
psiq.
q. Casing will be tested to 0.22 psi/ft. or 1500 psig. Not to exceed 70% of burst
strength, whichever is greater.

ROTATING} prow Lime
HEAD

1o" —_Q

g. A1l lines subject to well pressure will be pressure tested to the
same pressure as blind & pipe rams.
6- A1l BOPE specifications and configurations will weet Onshore Order

#2 requirements for 3000 psig BOPL specifications.
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CHAPITA WELLS UNIT 418-25N
SE/NE SEC. 25, T9S, R22E S.L.B. & M
UINTAH COUNTY, UTAH /r(
FEDERAL LEASE NO. U-0285-A
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CHAPITA WELLS UNIT 418-25N/w



ENRON OIL & GAS CO.

LOCATION LAYOUT FOR
CWU #418-25N ﬁ'}%”)
SECTION 25, T9S, R22E, S.L.B.&M.

1542" FNL 1265" FEL
v

e-5.9° c-7.9"
|7H/ £l 91.8 Bl 5 ors
A ) |
\ Sta. 3+25
SCALE: 1" = 50' / .
DATE: 2—-15-94
Round Corners
Drawn By: T.D.H. - o \ as Needed ?ppro:.
- op o
- Cut Slope
2 <
& £ &
o
/3 & Existing Small
3 1 Drainage
é / ¢ Q E /
W
NOTE: /
Flare Fit is to " PIPE RACKS
be /ocated g min. /
of 100° from the ! | H } " -4
Well Head. F~1.1'| F=1.5° F=2.0’'
nare ar \E 8487 | A ses @_EL 839 c-4.2’
11 ’
Fﬂ} ﬁ' — RG0S HOUSE | 1 H’ £ 901
] 25 40" ) " 135"
‘ 60 ‘ Sta. 1+50
,~|B .
&, 85.6 ” B
4
c '77. 7 & 2 g
(btm, pit) 3 . i - g
3 ’é}‘:%& ' \:é PUMP =
£ 388 7
= ) ~§te MUD SHED TOLET [
£ - LTy .
g qQ o L
(g“g | / | HopPER d
N o [C] ] rowes z
g -;_-.g [
TOOLS
5 & o ¥ S
a .
o E@; \ FUEL
TRASH '::] STORAGE ’
Ste 0+12 - 3 TANK c-0.9
Ia' l I % * - O 2 £l 86.8'
ﬂ A\ Sta. 0+00
A 4 . 3 ’
O — ENwY

A
. : ’ T.° e of Proposed Access
\(ban. pit) Fill Slope Road

,
Elev. Ungraded Ground at Location Stake = 9083.9

UINTAH ENGINEERING & LAND SURVEYING Elev. Graded Ground at Location Stoke = 5085..9'
85 So. 200 FKast * Vernal, Ulah 84078 * (801) 789—-1017




ENRON OIL & GAS CO.
TYPICAL CROSS SECTION FOR

CWU #418—25N

o SECTION 25, T9S, R22E, S.L.B.&M.
“'| X-Section 1542' FNL 1265 FEL
. Scale
1" = 50'
DATE: 2-15-94 | 65' [ 135° |
Drawn By: T.D.H. — | | |
N e I
\ T /
\_ cuT w
- N
STA. 3+25
| 100’
I.OCA TION STAKE
_ cur
- T e — — r—-—-
FILL /-'/m.s-hed Graode
STA. 1+50
1o | 680 y 40’ 135 |
Preconstruction A‘S
Grade \ o —
' . . " ceo L . . —— odl
- AL :."""'-_"" e e T cur
- --....,_‘_ "t 1’
STA. 0+712
, 100" 135 |
Slope= 1 1/2:1 | s
(Tp-) \ S — =
—— __:__‘_; ““:- .';## .1_’ ————
STA. 0+00 NOTE:
Topseil should not be
Stripped Below Finished
. Grade on Substructure Area.
APPROXIMATE YARDAGES
EXCESS MATERIAL AFTER
(6™) Topsoil Stripping = 7,300 Cu. Yds. 5% COMPACTION = 2290 Cu. Yds.

Remaining Location

TOTAL CUT
FILL

= 5240 Cu. Yds.

6,540 CU.YDS.
4,040 CU.YDS,

Topsoil & Pit Backfill
(1/2 Pit Vol.)

EXCESS UNBALANCE
(After Rehabilitation)

2290 Cu. Yds.

¢ Cu. Yds.

UINTAH ENGINEERING & LAND SURVEYING
85 So. 200 Fast * Vernal, Utah 84078 * (801) 789—1017
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WORKSHEET

APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 04/01/94

WELL NAME: CWU 418-25N
OPERATOR: ENRON OIL & GAS CO.

PROPOSED LOCATION:

SENE 25 ~ T09S - R22E
SURFACE: 1542-FNL-1265-FEL
BOTTOM: 1542-FNL-1265-FEL
UINTAH COUNTY

NATURAL BUTTES FIELD (630)

LEASE TYPE: FED
LEASE NUMBER: U-0285-A

API NO. ASSIGNED: 43-047=-32502

(N0401)

INSPECT LOCATION BY: /! /

| TECH REVIEW|Initials Date

Engineering

Geology

Surface

RECEIVED AND/OR REVIEWED:

Z Plat

Bond: Federall[,1 State[] Fee[]

(Number 21307603

Potash (Y/N)
Y 0il shale (Y/N)
Y Water permit

)

LOCATION AND SITING:

. R649-2-3. Unit: ({74 63 OI3N

R649-3-2. General.

R649-3-3. Exception.

(Number y ~[5 0/ ) Drilling Unit.

N_ RDCC Review (Y/N) Board Cause no:
(Date: ) Date:

COMMENTS:

STIPULATIONS:
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DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING

355 Wast North Temple
Governor 3 Triad Center, Suite 350
Ted Stewart Salt Lake City, Utah 84180-1203
Executive Director 801-538-5340

James W. Carter | 801-359-3940 (Fax)
Division Director R 801-538-5319 (TDD)

o
@ State of Utah

Michael O. Leavitt

May 6, 1994

Enron Oil & Gas Company
P.O. Box 1815
Vemal, Utah 84078

Re: CWU 418-25N Well, 1542’ FNL, 1265 FEL, SE NE, Sec. 25. T.9S.. R. 22 E.,
Uintah County, Utah

Gentlemen:

Pursuant to Utah Code Ann.§ 40-6-18, (1953, as amended), Utah Admin. R. 649-2-
3, Application of Rules to Unit Agreements and R. 649-3-4, Permitting of Wells to be
Drilled, Deepened or Plugged-Back, approval to drill the referenced well is hereby
granted.

In addition, the following specific actions are necessary to fully comply with this
approval:

1. Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil
and Gas Conservation General Rules.

2. Notification to the Division within 24 hours after drilling operations
commence.

3. Submittal of Entity Action Form, Form 6, within five working days following
commencement of drilling operations and whenever a change in operations
or interests necessitates an entity status change.

4. Submittal of the Report of Water Encountered During Drilling, Form 7.

5. Prompt notification prior to commencing operations, if necessary, to plug
and abandon the well. Notify Frank R. Matthews, Petroleum Engineer,
(Office) (801)538-5340, (Home) (801)476-8613, or K. Michael Hebertson,
Reclamation Specialist, (Home) (801)269-9212.



Page 2

Enron Qil & Gas Company
CWU 418-25N Well

May 6, 1994

6.  Compliance with the requirements of Utah Admin. R. 649-3-20, Gas Flaring
or Venting, if the well is completed for production.

This approval shall expire one year after date of issuance unless substantial and
continuous operation is underway or a request for an extension is made prior to the
approval expiration date. The API number assigned to this well is 43-047-32502.

Sincerely,

R.JZFi
Associate Director

Idc
Enclosures
cc:  Uintah County Assessor
Bureau of Land Management, Vernal District Office
WOI1
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Fovin 31603
(November 1983)
(formerly 9—=331C)

UNITED STATES

BUREAU OF LAND MANAGEMENT

- Bkm g mton9s

DEPARTMENT OF THE INTERIOR

o O
Form approved.
‘Budget Buresu No. 10040136
_Expun August 31, 1985
[} h.lbll\ PESIGMATION AXD SBERIAL NO.

U-0285-A

SATE®
on

SUBMIT IN

(Other ipstrue
reverse side)

APPLICATION FOR PERMIT TO DRILL, DEEPEN, OR PLUG BACK

§. 7 INDI4N, JLLOTTER OK TRINE NAND

1a. TYPR OF WORK

¥, DNIT AGAREMENT NAME
b. TYPE OF WELL DRILL &I DEEPEN [ PLUG BACK ] CHAPITA WELLS UNIT
weie e ornts o O Tons o §. FARM OB LEASE RAMB
7. WAME OF OPERATOR CHAPITA WELLS UNIT
~ ENRON OIL & GAS CO. 9. WiLL Wb,
57 ADDAEES OF OPERATOR 418-25N
P.0. BOX 1815, VERNAL, UTAH 84078 10. FIELD AND FOOL, OR WILDCAT
CWU/WASATCH

4. LOCATION OF WELL (Report loeation clearly and in accordance with any State requirements.*)

_AL surisce

11. sEC, T, R.

M., OR BLE.
AND SURVEY OR AREA

©1542' FNL & 1265' FEL SE/NE ‘\3’ 047 - 3950
At proposed prod. sone - SEC. 25, T9S, R22E
14. DIsTANGE IN WILE® WD GIBRCTION 730M NEANEAT TOWN OR FOBT OFFICE® 12, COUWFT oh FARION | 13. GTATE
19.6 MILES SOUTHEAST OF OUFAY , UTAH _ UINTRH UTAH
19, m‘ifri:g: .'l.'%o:l:=g:g"n. . 16, NO. OF ACEES IN LEASE. 117. ::‘Tmi’ﬁb‘..wu‘b
7:?::‘;'nﬁi&::?ﬂ??ﬁlﬁhh i any) 1265 ' 1 18004 - 80
18, DISTANCE FROM raOTOSED LOCATION® 1§. FROFOSED DEFTH 20. SOTARY OR CARLE TOOLS
o onrmts aase, po. T 1568'% . 6800'% ROTARY
1. SiavaTioNs (Gwow whether DF, BT, G, #ie.) - 73 ATTRGE. DATE WORK WILL STARY®
5086' GRADED GROUND "APRIL 1994
B PROPOSED CASING AND CEMENTING PROGRAM - -
SI2E OF NOLE' BISE OF CASING WEIGRT PER FOOT SETTING DEFTH QUANTITY OF CEMENT
12 1/4" 9 5/8" 32.3# 240" 125 SX CLASS "G" + 2% (aCl12
7 7/8° 4 1/2" 10.5¢ 6800 " + & #/8X CRLLOFLAKE. 50/50

SEE ATTACHMENTS FOR:

8 POINT PLAN
DRILLING PROGRAM
BOP SCHEMATIC .-

MaY | 11994 \
O OF OIL GAS & RIS

POZMIX + 2% GEL + 10% SALT
TO 400' ABOVE ALL ZONES

OF INTEREST (+ 10% EXCESS).
LIGHT CEMENT (11 PPG%)

+ LCM TO 200' ABOVE OIL
SHALE QR FRESH WATER
INTERVALS (+ 5% EXCESS).

RN

[

SURFACE USE AND OPERATING PLANYt——
LOCATION PLAT :

LOCATION LAYOUT . .
TOPOGRAPHIC MAPS "A®, "B",.AND "C"
GAS SALES PIPELINE MAP "D"

FACILITY DIAGRAM ‘

WAR 2 4 1994

ENRON OIL & GAS COMPANY WILL BE THE
DESIGNATED OPERATOR OF THE SUBJECT
WELL UNDER NATION WIDE BOND #81307603.

IN ABOVE SPACE DEACRIBE PROFOSED jv'mnnl : If proposal is to deepen or plog back, give data oo present productive sone and propoved new productive
sone. It proposal 18 to drill or deepin directionslly, give pertinent data on subsurface locations and messured and true vertical depths. Give blowout

preventer program, i any.

24.

AFPPROVED B

b et e ¥

SCNED _MA{-L / , TITLE Sr Admil}_‘ Clerk | marE 3/24/94
(This apace for Federal or Buate office use) ‘ o
PERMIT XO. B . -! —-A‘(P NG APPROVAL DATR
ﬁ’ / NTOISTYT sy L2 1994
A{f;’, ‘,/.:";{..I Yl ASS!E"IE;,I'\:}' i pars i

CONDITIONRS OF APPROVAL, nyY:

At OSO#/?M%Q

4 WOITICE OF APEROVAL
*See Instructions On Reverse Side | ’

BEMTTIING 7 APPROYAL ATTAZNES

Title 18 U.8.C. Section 1001, makes it a crime for any person knowingly end willfully to make to any dapartment ‘or agency of the
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Company/Operator:
Well Name & Number: _418-25N

API Number: 43-047-32502

Lease Number: __UTU-0285-A

Location: _SENE _ Sec. 25 T.98 R.22E

NOTIFICATION REQUIREMENTS
Location Construction - at least forty-eight (48) hours prior to oon&tmcuon of location and

access roads.
Location Completion - prior to moving on the drilling rig.
Spud Notice - at least twenty-four (24) hoursvprior to spudding the well.
Casing String and - at least twenty-four (24) hours prior to running casing and
Cementing, cementing all casing strings.
BOP and Related - at least twenty-four (24) hours prior to miuating pressure tests.
Equipment Tests ' '
First Production - -.w&hinﬁwﬁ)mdmaﬁarmwdlhasim orpmdum
Notice mumuaﬁwweﬂhashmoﬁmodumionfmmthmnmatyM)

days

For more specific details on notification requirements, please check the Conditions of Appwval for
Notice to Drill and Surface Use Program.
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CONDITIONS OF APPROVAL FOR NOTICE TO DRILL

Approval of this application does not warrant or certify that the applicast holds legal or equitable title
mthoserights in the subject lease which would entitle the applicant to conduct operations thereon.

All lease and/or unit operations will be conducted in such a manner that full compliance is made with
applicable laws, regulations (43 CFR 3100), Onshore Oil and Gas Orders, and the approved plan of
operations. The operator is fully responsible for: the actions of his subcontractors. A copy of these
conditions will be furnished the field representative to insure compliance.

Be aware fire restrictions may be in effect when location is being constructed and/or when well is
being drilled. Contact the appropriate Surface Management Agency for information.

Report ALL water shows and water-bearing sands to Tim Ingwell of this office. Copies of
State of Utah form OGC-8-X are acceptable. If moticeable water flows are detected submit
samples. to this office along with any water analyses conducted.

All usable water and prespectively valuable minerals (as described by BLM at onsite)
encountered during drilling, will be recorded by depth and adequately protected. Al oil and
gas shows will be tested to determine commercial potential,

The BOP and related equipment shall meset the minimum requirements of Onshore Qil and
Gas Order No. 2 for equipment and testing requirements, procedures, etc., for a 3M system
and individual components shall be operable as designed. Chart recorders shall be used for all
pressure tests..

Test charts, with individual test results identified, shall be maintained on location while
drilling and shall be made availabla to a BLM raepresentative upon reguest. :

If an air compressor is on location and is being utilized to provide air for the drilling medium
while drilling, the special drilling requirements in Onshore Qil and Gas Order No. 2,
regarding air or gas drilling shall be adhered to. If a mist system is heing utilized then the
requirament for a deduster shall be waived.

The Vernal District Office shall be notified, at least 24 hours prior to initiating the pressure
tests, in order to bave 2 BLM representative on location during pressure teating.



Surface casing shall have centralizers on the bottnm three joints, with a minimum of one
cmtralmr per joint.

As a minimum, the usable water and oil shale resources shall be isolated and/or protected by
having a cement top for the production casing at least 200 ft. above the base of the usable
water zone, identified at + 2101 ft.. lfgnsoniwismcountemdwhﬁednning, it shall be
isolated and/or protected via the cementing-program, .

The Vernal District Offige shall be notified at least 24 hours prior to the running and
cementing of all casing strings, mordumhawaBLMrepresmmuveonlomﬂmwhﬂe
_ mnninzandeewngallmingamny K

Hazardmm substances spedﬂcally listed by the EPA as & hazardous waste or domonsmﬁpg a
characteristic of a hazardous waste will not be used in drilling, testing, or completion’ -
operations.

No cheomate additives will be used in the mud system on Federal and Indian lands without
prior BLM approwval to ensure adequate protection of fresh water aquifers.

Daily drilling and wmplatwn progress reports shall be submitted to this office on a weekiy
basis.

All Drill Stem tests (DST) shall be accomplished during daylight hours, unless specific
approval 1o start duxing other hours is obtained from the AO. However, DSTs may be
allowed to continue at night if the test was initiated during daylight hours and the rate of flow
is stabilized and if adequate lighting is available (i.¢., lighting which is adequate for visibility
and vaporproof for safe operations). Packers can be released, bmmppmgahouldnmbmn
beﬁomdaylmhtuﬂmpriorappmvalwmmdfmmmeAO

Amambondlug&m.)willbﬁmfmmmmwdmcasmgmwilmlﬁ and
Mhu%mmmmmmmaymmwmm Submit a fisld
copy of the CBL to this office.

Whether the well is completed as a dry hole or as a producer, “Well Complwmand _
Recompletion Report and Log" (Form 3160-4) will be submitted not later than 30 days after

- completion of the well or after completion of operations being performed, in accordance with
43 CFR 3164. Two copies of all logs, core descriptions, core analyses, well-test data,
geologic summaries, sample description, and all other surveys or data obtained and compiled
during the drilling, workover, and/or completion operations, will be filed with Form 31604,
Samples (cuttings, fluids, andfot gases) will be submitted when requested by the AO. -




No location will be constructed or moved, no well will be plugged, and no drilling or
workover equipment will be removed from a well to be placed in a suspended status without

prior approval of the AO. If operstions are to be suspended, prior approval of the AQ will
. be obtained and nmiﬁcatm givenbefom resumption of operations. ‘

The Vernal District Office shail be mtiﬁed, during regular work hours (.7:45 a.m.-4:30 p.m.,
Monday through-Friday except holid&yl),- at least 24 hours prior to spudding the well.

Operator shall reponproﬂuetmndmw MMS pursuant to 30 CFR 216.5 usingfmm
MMS/3160,

pdiate Report: Spills, blowouts, fires, leaks, accidents, or any other unuwal ocwrences
shall be promptly reported in.accordance with the requirements of NTI.«-SA or its mm

If a replacement rig is contemplated for completion operations, a "Sundry Notice” (Form
3160+5) to that effect will be filed, for prior approval of the AO, and all conditions of this
- approved plan are applicable during all operations conducted with the replacement rig.

The date on which production is commenced or resumed will be construed for ofl wells as the
date on which liquid hydrocarbons are first sold or shipped from a temporary storage facility,
such as a test tank, and for which a run ticket is required to be generated or, the date on
which liquid hydeocarbons. are first produced into a permanent storage facility, whichever first
occurs; and, for gas wells as the date on which associated liquid hydrocsrbons aze first sold
or shipped from a temporary storage facility, such as a test tank, and for which a run ticket is

raqwedmhgmﬂdm,&udﬂemwhiﬂwmﬁmmww
memmg facilities, whichever first oceurs.

Should the well be successfully completed for production, the AO will be notified when the
well is placed in a producing status. Such notification will be sent by telegram or éther
written commmnication, not later than five (5) days following the date on which the well is
placed on production,

Gas produced from this well may not be vented or flared beyond an initial authorized test
period of 30 days or 50 MMCF following its completion, whichever occurs first, without the
prior written approval of the Authorized Officer. Should gas be vented or flared without
approval beyond the authorized test pariod, the operator may be directed to shut-in the well
mlmemmmmmmwpmdmmvmmﬂmguwu

. 20T § ; ! pensate the lessor for that portion of the gas
vaMdmmthmmwMMwwym

Ammmmmmmuwmwamsm 7-2, 3162.7-3, and 3162. 7-4shall
mmmmwmmmwmﬁwm)mmwmmﬁm
production, whichever occurs first. All site security regulstions as specified in Onshore Oil &
Gas Order No. 3 shall be adhered to. All product lines entering and leaving hydrocarbon
storage tanks will be effectively sealed in accordance with 43 CFR 3162.74.
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NowollmmwmmwulmmwmmemappmwmﬂheAﬂ
In the case of newly drilled dry holes or failures, and in emergency situations, oral approval
will be obtained from the AQ. A "Subsequent Report of Abandonment" Form 3160-5, wxll
be filed with the AO within thirty (30) days following completion of the well for
abandonment. This report will indicate where plugs were placed and the cursent status of
surface restoration. Final abandonment will not be approved until the surface reclamation
work required by the approved APD or approved abandonment notice has been completed to
memhﬁcﬁmof&eAOmmwum«rmwmmwumcy.

Al loading lines will be placed insids the berm surrounding the tank battery.

All off-Jease storage, off-lease measurement, or commingling on-lease or. 0ff~laase will have
prior written appreval fmm the AO.

Gas.meter runs for each well will be located within 500 feet of the wellhoad_., The gas
flowline will be buried or anchored down from the wellhead to the meter and within 500 feet
~downstream of the meter run or any production facxlmes Meter runs will ba housed and/or
fenced. , :

The oil and gas measurement facilities will be installed on the well location.:. The oil and gas
meters will be calibrated in place prior to any deliveries. Tests for meter accuracy will be
conducted monthly for the first three months on new metet installations and at least quarterly
thereafter, The AQ will be provided with a date and time for the initial meter calibration and
all future meter proving schedules. A copy of the meter calibration reports will be submitted
to the Vernal District Office. All meter measurement facilities will conform with Onshore Oil
& Gas Order No. 4f0xliquidhyﬂmcatbmsand0nshom0ﬂ&6u0rdetﬂm5fotmﬂ
£2s measurement.

The use of materials under Mjnthdm will conform to 43 CFR 3610.2-3. . -

There will be no deviation from the mpqsed drillina and/or workover program without prior
approval from the AQ. Safe drilling and g practices must be observed. Al wells,

whether drilling, producing, mmmmmwmbeammmmmmw
. CFR 3162.

- "Sundry Nom and Report on Wells* (Form 3160-5) will be filed for approval for all
changes of plans and other oporations in accordance with 43 CFR 3162.3-2

Section 102(b)(3) of the Federal Oil and Gas Royalty Management Act of 1982, as
implemented by the applicable provisions of the operating regulations at Title 43 CFR 3162.4-
1(0), requires that "not later than the Sth business day aftar any well begins production on
which royalty is due anywhere on a lease site or allocated to a lease site, or resumes
production in the case of a well which has been off production for more than 90 days, the
operator shall notify the authorized officer by letter or sundry notice, Form 31605, or orally
tobefollmwedhyalmmﬂmymﬁcmomeManhmhwchthasbemmor
resumed. "
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If you fail to comply withm&requirmuinthemnu andﬁmeallom you shall be
liable for a civil penalty of up to $10,000 per violation for each day such violation contimnes,
not to exceed a maximum of 20 days. See Section 109(c)(3) of the Federal Qil and Gas
Royalty Management Act of 1982 and the implementing regulations at Title 43 CFR 3162,4-
1(b)S)i).

APD approval is valid for a period of one (1) year from the signature date. An extension
period may be granted, if requested, prior to the expiration of the original approval period.

In the event after-hours approvals are necessary, please contact one of the following
individuals:

Bd Forsman (81) 789-7077
Wayse Baskae (801) 789-4170

BLM FAX Machine  (301) 7814410



EPA’S LIST OF NONEXEMPT EXPLORATION AND PRODUCTION WASTES
While the following wastes are nonexempt, they are not necessarily hazardous.

- Unused fracturing fluids or acids
- Gas plant cooling tower cleaning wastes
- Painting wastes

- Oil and gas service company wastes, such as empty drums, drum rinsate, vacuum truck rinsate,
sandblast media, painting wastes, spend solvents, spilled chemicals, and waste acids

- Vacuum truck and drum rinsate from trucks and drums, transporting or containing nonexempt waste
- Refinery wastes |

- Liquid and solid wastes generated by crude oil and tank bottom reclaimers .
- Used equipment lubrication oils |

- Waste compreasor oil, filters, and blowdown

- Used hydraulic fluids

- Waste solvents

- Waste in transportation pipeline-related pits

- Caustic or acid cleaners

- Boiler cleaning wastes

- Boiler refractory bricks

- Incinerator ash

- Laboratory wastes

- Sanitary wastes

- Pesticide wastes

- Radioactive tracer wastes

- Drums, insulation and misceltaneous solids.




¢
®

CONDITIONS OF APPROVAL FOR THE SURFACE
USE PROGRAM OF THE APPLICIATON FOR PERMIT TO DRILL

After first production, produced waste water will be confined to a lined pit or storage tank for a period
not to exceed ninety (90) days. During the 90 day period, in accordance with Onshore Order #7, an
application for approval of a permanent disposal method and location, along with required water
analysis, shall be submitted for the AO’s approval. Failure to file an application within the time allowed
will be considered an incident of noncompliance.
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FORM 3160-5 X STATES
, (December 1989) DEPAR THE INTERIOR

BUREAU OF LAND MANAGEMENT

SUNDRY NOTICE AND KEPORTS ON WELLS
Douﬂmthhlquwmhhdnﬂuwimimm-diﬂmtmu-voir.
Use "APPLICATION FOR PERMIT " for such proposals™

W

M APPROVED
get Bureau.No. 1004-0135
ires September 30, 1990

S, . Leste Designation and Serial No.

_ L0285 A

6. If Indian, Aliottee or Tribe Name

1.  Type of Well

od G . g ‘
] wa x] wa [ oder

7. M Unit or C.A., Agreement Designation

CHAPITA WELLS UNIT

2. Name of Operator

3 8. Well Naune and No.

ENRON OIL & GAS COMPANY ___ CHAPITA WELLS UNIT 418-25N
3. Address and Telephone No. ' 9. API Well' No. .
P.0. BOX 250, BIG PINEY, WY 83113 (307) 276-3331 43-047-32502
& Location of Well (Footage, Sec., T., K., M., or Survey Description) ' 10. Field and Pool or Exploratory Area
1542' FNL - 1265' FEL SE/NE CWU/WASATCH.
1. COUNTY  STAIE
SECTION 25, 195, R2E | |
G gl e UINTAH - WEOMING
12. CHECK APPROPRIATE BOX(s) TO'INDICATE } . OROTRER DATA . .
TYPE OF SUBMISSION "~ TYPE OF ACTION T
[] womcE or NTenT ABANDONMENT CHANGE OF PLANS
_  RECOMPLETION NEW CONSTRUCTION'
[x] suBseQuUENT REPORT  PLUGGING BACK NON-ROUTINE FRACTURING
CASING REPAIR WATER SHUT-OFF
[] ¥INAL ABANDONMENT NOTICE ALTERING CASING CONVERSION TO INJECTION
' x | oTHER SPUD

o Recompletion Report sud Lag Porm.)

(Note: Report resnits of muliiple complotion en Well Canplctions

18 n-ummpudwwwmmmmmmm.mmmlmmmummmmum
hmmwemmwmdwwmwmnﬂmmmwumuw

Faron Oil & Gas Company spudded a 12-1/4" surface hole at the subject location at 10:00 am, 5/23/94.
The contractor was Leon Ross Drilling and Construction, Inc. The BLM and the UOGC were poitfied

of the spud on 5/23/9%4.
/
\N | . T o
VL OF i, 603 o DIIRE
TITLE __  Engineering Clerk _DATE_ 0812415
(This spoce for Federal or State affice use) —
APPROVED BY DATE

CONDITIONS OF APPROVAL, IF ANY:

Title 18 U.5.C. Section 1001, makes it a crime for any persos knowingly
Joited State Yalse, Bctiions of (rangielit FLRemanis of FRRrsaenia

R

and willfelly to

LR

make

..... :
! - 5 ! id )

to any departigent or agency of the

J—




STATE OF UTAN

ENRON OIL & GAS CO.

OPERATOR ACCT. NO. M 0%/

DIVISION OF GIL, GAS AND MINIMG OPERATOR
ENTITY ACTION FORM - fORH & ADDRESS P.O. BOX 1815
VERNAL, UTAH 84078
ACTION | CURRENT NEW APT NUMBER WELL NAME :
: . WELd | SPUD £f
CODE |ENTITY NO.[ENTITY NO.|. 00 ST P RG COUNTY DATE Eiﬁ'“
B |oa905 =17 43-047-32501) CHAPITA WELLS UNIT 418-25N [sEnNg| 25 | 95 | 226 | umnran 5/23/94

WELL 1| COMMEMTS: En\k"ﬂf Qp[a[-LJ &3’94 ﬂ

5/23/94

WELL 2 COMMENTS: -

DIVISION OF

O, GA

WELL 3 COMMEMTS:

WELL 4 COMMEHTS:

R

WELL 5 COHMEHNTS:

.~ -

ey

ACTION CONES (See Instructions on back of form} .
A - Establish new entlty for new well {single well only)
B - Add new well to existing entity {group or unit uel{)
€ -~ Re-assiyn well from one existing entily to another existing entity
B - Re-assign well from one existing entity to a new entity
€ - Other {explain in commants section) .

HOTE:
(3/89)

Use COMMENT section to explain why each Action Code was selected.

R Y

Sr. Admin. Clerk .

Sign;‘Ere

5/25/94

Title .
Phone Na, (801 ; 789-0790

Pate
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DIVISION OF OIL, GAS AND MINING

SPUD NFO TION

NAME OF COMPANY:_ ENRON OTL/GAS

WELL NAME: CWU 418-25N

API NO. 43-047-32502

Section____25 Township__ 98 Range__ 22F County_UINTAH
Drilling Contractor EXETER
Rig # 8

SPUDDED: Date_5/29/94

Tine

How__ ROTARY

Drilling will commence

Reported by__D. HACKFORD-DOGM

Telephone #

Date 6/2/94 SIGNED JLT




_ m'hm-s m \
* (Decembar 1999): WM No. 1004-0135

Py mawm,)'l‘.,x.,'u.,wmw a B 16: Fiakd and Pool or Expleentory Area

B mm-mmmnmwwwm,ﬂ' mmudmw P wo
bmmmmm-w-uwwwhhwmummuum B

MM&WWMMMMNMMSMM :
1.rwmn,m|umam

2. Piaced cement plug #2, 87 sx coment €.2930".

3. Placed cement plug #3, 86 ax'coment @@ 2520".
4.Mmmn,ummiwozw .
S.MMMW”HM'G'&Z‘I“WCIO-ZOH&'

6. Placed coment plug 48,50 sx cement @ 1013!,

7. Placed cement plug #5, 57 sx cement @ 325'.

8. Placed cement phig ¥ 34 ox coment @ 50° L 5
9. Dry holen S, T e R R o
WMWWW by Ed Forsman of the Vernal BLM 6/6/94.
rummwnmnrmum:mwmwmmm.
I3
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10/06/94 DETAIL WELL DATA menu: opt 00
api num: 4304732502 prod zone: WSTC sec twnshp range qr-gqr
entity: 4905 : CHAPITA U/WSTC BCDE 25 2.0 S 22.0 E SENE
well name: CWU 418-25N
operator: NO0401 : ENRON OIL & GAS CO _ meridian: S
field: 630 : NATURAL BUTTES
confidential flag: confidential expires: alt addr flag:

# % * application to drill, deepen, or plug back * * #*

lease number: U-0285-A lease type: 1 well type: GW
surface loc: 1542 FNL 1265 FEL unit name: CHAPITA WELLS
prod zone loc: 1542 FNL 1265 FEL depth: 6800 proposed zone: WSTC
elevation: 5086' GR apd date: 940506 auth code: R649-2-3
* * completion information % #* date recd: la/pa date:
spud date: 940529 compl date: total depth:
producing intervals:
bottom hole: first prod: well status: DRL
24hr oil: 24hr gas: 24hr water: gas/oil ratio:

* * well comments: - directionl: apl gravity:

940603 ENTITY ADDED:940823 PZ ADDED TO CLEAR SUSPENSE,DOUBLE CHECK WHEN WCR
RECD:

opt: 21 api: 4304732502 zone: WSTC date(yymm): 9400 énty acct:
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Substinge Form 5160-4 SUBMITIND
m!:}g) NOV ' A m . TR ‘,;-.l;:“r -n”v Vg d, ¢
UNITED STATES | L0285 A
DEPARTMENT OF THE OTERIIRL, GAS & MINING |
7 ORI ACTRENRIENT FARE
BUREAU OF LAND- MANAJGEMENT ~ |CHAPITA WELLS UNIT
WELL COMPLETION OR RECOMPLETION REPORT AND LOG*  |CHAPITAWELLS UNIT
S v [_J o X] e ] oom 418-25N
— vorsoms [ verme [ mwomex  [_J oo [ ] onm CWUWASATCH
ENRON QIL & GAS COMPANY SECTION 25 TQS R22E
N ORI IR AR
i} ] PO BOX 250 BIG PINEY, WYOMING 83113 Um STATE
At macfuce 1542' FNL - 1265' FEL SE/NE 43—047-52502
Attop prod imerval repertad bebow SAME DATE PRRMIT 158UED
C5m394 T T T 61994 | pman 00T B~ - . | SOBEPGLo o .
I0. IUTAL DEPFTH, MD CPLOOHACK D HD D 52, IF MULTIFLE CORPLETHONE, HOWMAN TR TABLE TOOLY
6000 ) N/A ROTARY
P&AD
TTYPE B  ARS UTRER LOGE RO
w
OL/DLL u-—?é’
= ' . CASING RECORD (Repost all strings ast i well
9-5/8" 364,55 235" - 12-144" . | 125 8X CLASS "G" NONE
29, LINERRECORD 30, TUBINQWCORD
SIZR TOP (MD) BOTTOM (M) BACKSCHMENT | ACREEN (D) sIE mmm PACKER, SET (MD)
’ NO
31. PERFORATION RECORD (interval, size wd musnber) 32. ACID, SHOT, FRACTURE, CEMENT, SQUEEZE, ETC.
P& AD DRY HOLE MARKER SET 6/22/04- DEFTHINTERVAL (MD) AMOUNT AND KiND OF MATERIAL USED
’ 5892-5425' PLUG #1 105 SX CEMENT
2930-2600' PLUG #2 87 SX CEMENT
— - _ e o 2520-2195' i T ..
NO PLUG T ONER
PRODUCTION
P&AD
THHEC BALSY. WAYER-HE TAN-OILFATIY
/
TILE  Engineering Clerk _ DATE 11/9/94

2ueuus.asmunoo1 mnmmwmwﬂmmume o mm%@%kﬁmw%mm@m



- _INSTRUCTIONS

General: Thls form is designed for submitting a complete and cotract wel completion report and log on all types of lands and leasas to aither a Federal agancy or a State agency, or both, pursuant to applicable Federal and/or State laws

and i Any y special instructl ihg the usa of this form and the number of copies to be submitted,particulary with regard to local, area, or ramunal procaduras and practices,either are shown below or will be
izsuad by, or may be obtained from, the local Fedaral and/or State offica, See instructions on items 22 and 24, and 33, betow regarding saparat rﬂporls for

kom 4: If thetw are no i State requ ts, locations on Faderal or Indian Jand should be described in Ll with Fedaral requi . Consulkt local State o Federal office for spacific instructions,

kam 18: Indicate which slevation is ysed as re'erenu (whara not otharwise shown) for depth measurements given in other spaces on this form and in any attachments.

hems 22 and 24: If this will is P for it duction fram more than oha interval zone (multiple compietion),so state in item 22, and in item 24 show the producing intarval, or intervals, top(s), bottom(s) and name(s) (If any)
for only the intarval reported in tiem 33. Submit a soparata raporl (page) on this form, adequately identified, for each additionat interval to ba saparately produced, showing the additional data pertinent to such interval,

Rem 29: ont”; Atached supplamental racords for this well should show the details of any muliple stage cementing and tha location of the camanting tool,

Mem 33:  Submit a separate complation rapoart on this form for each intervat to be separately produced. (Sae instruction for items 22 and 24 above.)

PRIVACY ACT

The Privacy Act of 1974 and the regulation in 43 CFR 2.48(d) provide that you be furnished the following inft ion in ionwith i ion required by tis appli
AUTHORITY: 30 U.5.C. 181 ct seq, 25 US.C. e, seq., 43 CFR 3160
PRINCIPLE PURFOSE: The information is to be used to evaluate the actual operations performed in the dritling of an oil or gas well on a Federal or Indian lease,
ROUTINE USES: (1) Evaluate the equipmerit and procedures used during the drilling of the well. () The review of geologic zones and formation encountered during deilling. (3) Analyze future applications to drill in light of data
obtained and methods uged. (4)(5) Information from the record and/or the record will be tranaferred to appmpnm Federal, State, local or foreign ageneiss, when relevant to civil, ariminal or reguistory investigations or prosecutions.
EFFECT OF NOT PROVIDING INFORMATION: Filing of this report and discl of hte i is latary ance an ofl or gaz well iz drilled.
“The Paparwork Reduction Act of 1980 (44 U5.C., 3501, e, seq.) requires us to inform you that:
This information i3 being collected to aliow evaluation of the teshnical, safety, and environmental factors involved with drilling and producing oil and gas on Federal and indian oil and gas lcascs.
‘Thiz information will be uged to aatyze operations and compare equipment snd procedures actually used with the proposals applied for,
Response Lo this request is mandatory once an oil or gas weil iz drilled

32, 1153-1013 PLUG #4A 107 $X CEMENT
967-825' PLUG #4B 80 8X CEMENT
352.135 PLUG #5 62 SXCEMENT
60-SURFACE ~ PLUG #6 34 SX CEMENT ) _ o R,

SUMMARY OF FOROUS ZONES: (Show all important zones of porosity 38. GEOLOGIC MARKERS
and contents thereof, cored intervals; and all drill-stem tests, including depth
interval tested, cushion used, time tool open, flowing and shut-in pressures,

and recoveries): TOF
FORMATION TOP BOTTOM DESCRIPTION, CONTENTS, ETC. NAME MEAS. DEPTH TRUE VERT. DEPTH

GREEN RIVER
BASE M MARKER 4250
N LIMESTONE 4490'

WASATCH
PETERS POINT 4604’
CHAPITA WELL3 5135
BUCK CANYON 5694

ISLAND 6017




o UNITED STATES FORM APPROVED

DEPARTMENT OF THE INTERIOR OMB NO. 1004-0135
BUREAU OF LAND MANAGEMENT Expices: July 31, 2010
5. Lease Serial No.
SUNDRY NOTICES AND REPORTS ON WELLS UTU0285A
Do not use this form for proposals to drill or to re-enter an
abandoned well. Use form 3160-3 (APD) for such proposals.

6. If Indian, Allottee or Tribe Name

- ; ; : 7. If Unit or CA/Agreement, Name and/or No.
SUBMIT IN TRIPLICATE - Other instructions on reverse side. CHAPITA WELLS UNI
1. Type of Well 8. Well Name and No.
O Oil Well (g Gas Well [J Other CHAPITA WELLS UNIT 418-25N
2. Name of Operator Contact: MARY A. MAESTAS 9. API Well No.
EOG RESOURCES INC E-Mail: mary_maestas@ eogresources.com 43-047-32502
3a. Address 3b. Phone No. (include area code) 10. Field and Pool, or Exploratory
600 17TH STREET SUITE 1000N Ph: 303-824-5526 NATURAL BUTTES
DENVER, CO 80202
4. Location of Well (Footage, Sec., T., R., M., or Survey Description) 11. County or Parish, and State
Sec 25 T9S R22E SENE 1542FNL 1265FEL UINTAH COUNTY, UT

12. CHECK APPROPRIATE BOX(ES) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION
® Notice of Intent O Acidize 0 Deepen O Production (Start/Resume) 0O Water Shut-Off
O Alter Casing O Fracture Treat [ Reclamation O Well Integrity
O Subsequent Report [ Casing Repair O New Construction O Recomplete & Other
O Final Abandonment Notice [ Change Plans O Plug and Abandon O Temporarily Abandon
[ Convert to Injection O Plug Back [J Water Disposal

13. Describe Proposed or Completed Operation (clearly state all pertinent details, including estimated starting date of any proposed work and approximate duration thereof.
If the proposal is to deepen directionally or recomplete horizontally, give subsurface locations and measured and true vertical depths of all pertinent markers and zones.
Attach the Bond under which the work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequent reports shall be filed within 30 days
following completion of the involved operations. If the operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 shall be filed once
testing has been completed. Final Abandonment Notices shall be filed only after all requirements, including reclamation, have been completed, and the operator has
determined that the site is ready for final inspection.)

EOQG Resources, Inc. requests authorization to cut off the above-ground marker for the P&A'd CWU
418-25N well and install an underground marker.

COPY SENT TO OPERATOR

pae: 4 - 4. 2002
intale: S

Electronic Submission #59057 verifie

14. Thereby certify that the foregoing is true and correct. *
For EOG RESOURCES

by the BLM Well Information System
NC, sent to the Vernal

Name(Printed/Typed) MARY A. MAESTAS Title REGULATORY ASSISTANT

Signam ectioyfic Sub \LL Date  03/12/2008

THIS SPACE FOR FEDERAL OR STATE OFFICE USE ~ -
ision Federal Apprpvak®f This

ATy o Action Is Necessary

-Tn‘ mkaent or agency of the United

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any 30 klowifett and Wi
urisfisfiy
=

Conditions of approval, if any, are attached. Approval of this notice does not warrant or
certify that the applicant holds legal or equitable title to those rights in the subject lease
which would entitle the applicant to conduct operations thereon. Office .

States any false, fictitious or fraudulent statements or representations as to any matter within it

= RECEWED
* OPERATOR-SUBMITTED ** OPERATOR-SUBMITTED ** OPERATOR-SUBMIT

MAR 13 2008
MINING

X

DIV, OF OIL, GAS &



o 63837) UNITED STATES * FORM APPROVED
- DEPARTMENT OF THE INTERIOR OMB No. 1004-0133
BUREAU OF LAND MANAGEMENT pires: Jwy 51, 2

5. Lease Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS UTU0285A

Do not use this form for proposals to drill or to re-enter an

abandoned well. Use form 3160-3 (APD) for such proposals. 6. If Indian, Allottee or Tribe Name

_ ; ; ; 7. It Unit or CA/Agreement, Name and/or No.
SUBMIT IN TRIPLICATE - Other instructions on reverse side. CHAPTIA WELLS UNI
1. Type of Well 8. Well Name and No.
O Oil Well Gas Well [J Other CHAPITA WELLS UNIT 418-25N

2. Name of Operator Contact: KAYLENE R GARDNER 9. API Well No.

EOG RESOURCES, INC. E-Mail: KAYLENE_GARDNER@EOGRESOURCES.COM 43-047-32502
3a. Address 3b. Phone No. (include area code) 10. Field and Pool. or Exploratory

1060 E HWY 40 Ph: 435-781-9111 NATURAL BUTTES

VERNAL, UT 84078
4. Location of Well  (Footage. Sec.. T.. R.. M., or Survey Description) I'l. County or Parish, and State

Sec 25 T9S R22E SENE 1542FNL 1265FEL UINTAH COUNTY COUNTY, UT

12. CHECK APPROPRIATE BOX(ES) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION
0 Notice of Intent J Acidize 3 Deepen [ Production (Start/Resume) 0O Water Shut-Off
3 Alter Casing (O Fracture Treat {0 Reclamation 3 Well Integrity
B Subsequent Report {3 Casing Repair O New Construction O Recomplete Other
[0 Final Abandonment Notice {3J Change Plans O Plug and Abandon [ Temporarily Abandon
{3 Convert to Injection {J Plug Back [J Water Disposal

13. Describe Proposed or Completed Operation (clearly state all pertinent details, including estimated starting date of any proposed work and approximate duration thereof.
If the proposal is to deepen directionally or recomplete horizontally, give subsurface locations and measured and true vertical depths of all pertinent markers and zones.
Attach the Bond under which the work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequent reports shall be filed within 30 days
following completion of the involved operations. If the operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 shall be filed once
testing has been completed. Final Abandonment Notices shall be filed only after all requirements, including reclamation, have been completed, and the operator has
determined that the site is ready for final inspection.)

EOG Resources, inc. set dry hole marker as per the following procedure.

Drilled out 8-5/8" surface casing to 20,

Ran 1" pipe to 20' inside 9-5/8" casing.

Mixed (15.8 ppg wiyield of 1.15 cf/sx) and pumped 25 sacks of premium cement.
Dug out cellar and installed underground marker 3' below ground level.

Operations witnessed by Jamie Sparger, Glad Rich, and Cade Taylor, Vernal BLM Field Office.

4. Thereby certify that the foregoing is true and cotrect.
Electronic Submission #59720 verifiedl by the BLM Well Information System
For EOG RESOURCES, [INC., sent to the Vernal

Name (Printed/Typed KAYLENE R GARDNER Tile LEAD REGULATORY ASSITANT
s
o] mm Date_ 04/16/2008
v\ \ THIS SPACE FOR FEDERAL OR STATE OFFICE USE
_ApprovedBy e ! Title Date

Conditions of approval, if any, are attached. Approval of this notice does not warrant or
certify that the applicant holds legal or equitable title to those rights in the subject lease
which would entitle the applicant to conduct operations thereon. Office

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212. make it a crime for any person knowingly and willfully to make to any department or agency of the United
States any false, fictitious or fraudulent statements or representations as to any matter within its jurisdiction.

** OPERATOR-SUBMITTED ** OPERATOR-SUBMITTED ** OPERATOR-SU%@E@VEB

APR 2 1 2008
DIV, OF OIL, GAS & MINING
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